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Dimethyl Cyclosiloxane (DMC) EcoValley

TECHNICAL DATA SHEET - TDS-DMC - Rev 2 - lIssued 18 September 2026 - Supersedes Rev 1, June 2026

Product Identification Chemical Structure

Chemical Name : Dimethyl Cyclosiloxane
Common Name : DMC / Cyclic Silicone H3(|3 o CI7H3
CAS No. : 694:.’,0-.24-6 . H,C— Si — T T Si — CH,
Chemical Nature : Cyclic siloxane mixture / \
Typical Components : D4, D5, D6 cyclic dimethylsiloxanes
Grade : Industrial Grade 0 0
Appearance : Clear, colourless, transparent liquid \ /
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About DMC

Dimethyl cyclosiloxane (DMC) is a clear, colourless, low-viscosity cyclic silicone fluid with cyclic content above 96%. It is
chemically stable, non-corrosive and compatible with a wide range of silicone systems, and is used primarily as an
intermediate and processing medium in silicone manufacturing. EcoValley DMC is recovered by controlled depolymerisation,
filtered and distilled, and released to the specification below with a Certificate of Analysis for every batch.

Key Properties Typical Industrial Uses

¢ Low viscosity fluid * Intermediate for silicone polymer production
¢ Good volatility characteristics ¢ Silicone oil and emulsion manufacturing

* Excellent compatibility with silicone polymers ¢ Silicone rubber processing

¢ Chemically stable e Sealants and coatings formulations

* Low surface tension * Release agent formulations

¢ Fast spreading and wetting ¢ Diluent for silicone systems

* Non-corrosive ¢ Industrial cleaning and flushing

¢ Good thermal stability ¢ Specialty silicone formulations

* Consistent quality and purity

Specific Gravity Cyclic Content
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Test methods: specific gravity ASTM D1298 - cyclic content by gas chromatography - appearance visual.

- Storage & Handling Instructions ~

Storage Packing Precaution
Cool, ventilated place below 35 °C, Available in Avoid storage with acid and alkali
tightly closed, away from heat and ignition. 200 kg and 50 kg HDPE barrels. substances. Flammabile liquid; refer to
Shelf life 12 months, unopened Certificate of Analysis with every batch the SDS before handling
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